
Wolf, Douglas R
Need to Keep slash since either or both

Wolf, Douglas R
Picture is not similar size as other practice since it is a different shape. The photo required cropping to focus on the basin.  I cannot make it square or not as wide as other without making too small



Wolf, Douglas R
Practice under development















Wolf, Douglas R
Keep slash this is needed in my opinion and cannot be replaced by OR











Wolf, Douglas R
Weak photo no principal spillway riser to connect a floating outlet to?



Wolf, Douglas R
Hyphen?  I am not sure

Wolf, Douglas R
_ cfs cubic feet per second a common engineering abbreviated term that does not require to be spelled out or defined. Also allows these to be on one line vs. split which would look weird





Wolf, Douglas R
I cant get rid of track changes lines at left





708.02 Temporary Sediment Basin 
  

June 2, 021                                                            706.02 - 19 
 

EXHIBIT 708.02-G 
 

 

 

 

 

 

 

 

 

 

 
Notes:  
• Show the entire flow line of the emergency spillway channel lined with erosion resistant materials: 

erosion control blanket seeding, riprap, or other appropriate materials. 
• Emergency spillway best not to be located over piping or principal spillway barrel pipe or in filled 

materials due to the high potential for embankment washout failures. 
• The illustrations in this exhibit are not intended to serve as construction drawings. The diagrams 

are to be used to communicate the concepts for implementation of this control measure. 
Source: Adapted from USDA, Natural Resources Conservation Service 

 

 

 

EMERGENCY SPILLWAY  
CROSS SECTION 

(NOT TO SCALE) 

___:1 slopes 

ESW = _____ feet 

ESW = Emergency Spillway Width 

DRAFT 




